AMENDED & -4 -1y

TOWNSHIP OF UNION
WASHINGTON COUNTY, PENNSYLVANIA

RULES, REGUATIONS AND USER CHARGES IN CONNECTION WITH
THE ELRAMA SEWERAGE SYSTEM

L APPLICATIONS

Section 1.01: No connection shall be made to the sewer system unless and until the
property owner shall have made application for a connection permit in the manner
hereinaflter provided and until such permit shall have been duly issued.

The application for connection to the sewer system shall be submitted on the official form
prepared for this purpose, and must be completely filled out, Forms may be secured at

. the Township Building,

Sectionl.02; The application héreinbefore referred to in Section 1.01 shall be
accompanied by the connection fee in effect at the time of application and the Township
shall not be obligated to accept an application unless the proper fee is tendered with it.

Section 1.03: Upon receipt of a properly executed application to connect, accompanied
by the proper connection fee, the Township shall issue a sewer connection permit to the
property owner for connection with said sewer,

1L DEFINITIONS
The following shall be added to the definitions set forth in Township Ordinance No., 2008-3:

Section 2.01: EDU (EQUIVALENT DWELLING UNIT) - each dwelling unit within a
house; in a double house, in a row of connecting houses ot in an apartment building; any
room, group of rooms, house trailer, enclosure, cte., ocoupied or intended for occupancy
as separate living quarters by a family or other group of persons living together or by
persons living alone shall be classified as an EDU. For commercial and industrial
establishments, each EDU is equal to 5000 gallons per month of water consumption as
determined by the water meter or, in the absence of a water meter, by estimates made by
the Township, In the event the wastewater discharge is metered, each BDU shall be
equal to 5000 gallons per month of wastewater discharged to the Elrama Sewerage

System,



. SEWER CONNECTION CONSTRUCTION:

Section 3.01 ~ No connection shall be made to the sewer system unless the manner in
which the connection is made and the materials and workmanship employed in effecting
such connection shall comply with the requirements of the Township imposed under

these rules and regulations.

Section 3.02 — No person, firm, or corporation who has obtained a permit and made a
connection to the sewer system shall connect or cause or allow to be connected to the
sewer lateral for which a permit has been issued, another building sewer for the service of
other properties or property. (It is intention of this Section to require a separate and
distinct permit and sewer connection for each individual building or house whether
constructed as a single-detached unit or as one of a pair of row houses or buildings,
provided however, a single connection may be permitted to serve a school, an apartment
house, where the entire property served through a single connection could not under
prevailing circumstances be split into two or more separate and sole ownerships, Where a
structure is to be demolished and a demolition permit has been issued during construction
of the public sewer, the owner of the propetty to be demolished may request a waiver of
the connection fee and the property will not be assessed a sewer user charge until said
waiver is approved by the Township in writing. Also where the Township determines it
to be impractical to provide separate connections, a single connection may serve more
than one property and/or EDU pursuant to the written conditions set forth by the

Township.)-

Section 3.03 — All building sewers and sewer laterals shall be constructed using material
approved by and acceptable to the Township and shall be installed in sfrict accordance

with Bxhibits 1 and/or 2 and 3, as applicable, attached to and incorporated hetein by
reference to these Ruies and Regulations. .

Section 3.04 — Pipe used for the building sewer and sewer lateral shall be pléstic pipe or
ductile iron pipe of the kind and quality hereinafter specified and of at least four (4)

inches inside diameter:
e PLASTIC PIPE: PVC conforming to the following requirements:

o Four inch (4") or six inch (6”") diameter; Schedule 40, ASTM D-
2665 or SDR-35, ASTM D-3034 or ABS Schedule 40

° Coupling, fittings and/or adaptors for plastic pipe shall conform to
the standards of the manufacturer of the pipe with which the
couplings, fittings and/or adaptors will be used,

“ PVC pipe joints: either solvent-cemented or elastomeric gasket
type conforming to the requirements of ASTM-D-3212 and ASTM

R-477 for gasket specifications.



. DUCTILE IRON: Ductile iron pipe, oonformling to the following
requirements: -

° Pipe shall be ANST A ~21.50 and ANSI A21.51 with Wall
Thickness equivalent to Class 52

° Couplings, fittings and/or adaptors shall conform to the
requirements of ANSI A21.10.

o Joints shall be either push on or mechamca! joints conforming to
ANSIA 21.11

o Pipe and fittings shall have an epoxy interior lining and a

bituminous exterior in accordance with ANST A 21.4,
o . HDPE Pipe installed using directional drilling shall be permitted
where open cut (trenching) is not possible.

FOAM CORE PIPE IS NOT PERMITTED TO BE USDI) FOR SERVICE
LATERAL CONSTRUCTION,

-Such pipe shall have permanently tight joints which shall prevent the admission of
groundwater and be laid with the best possible alignment and with a minimum of
4 feet of cover to protect the pipe from frost or crushing from surface activity.

The invert of the sewer connection at the point of connection with such building
or premises shall be at a hlgher elevation than the invert at the point of connection

to the sewer system,

No transformation from one pipe size to another or from one pipe material to
another will be made without the use of manufactured adaptors designed
specifically for that purpose. All changes in direction will be made with pipe
fittings and no fittings greater than 45 degrees will be permitted. Under certain
conditions acceptable to the Township, sweep 90 degree bends may be used.

Section 3.05 — Bach building sewer shall be provided with a main trap and a minimum
four inch (4"} vent shall be instalied a maximum of ten-feet (10} and a minimum of four
feet (4°) from the building unless approved in writing by the Township. The vent shali be
provided with a mushroom or other type cap sufficient to prevent the acceptance of
rainwater. Refer to Exhibit 1, 2 and 3.

In addition, a “Tee” must be placed in the building sewer between the fresh air vent and
the Township main sewer in a manner referred to as a “Tee on its back” defined as the
ran of the tee being in a horizontal position, the side opening of the “Tee” to be extended
three (3”) inches above the surface of the ground in a vertical position, and properly -

cupped to prevent the escapement of sower gas.

Unless otherwise authorized by the Township, or its representative, cleanouts shall be
provided in each building sewer at such intervals to permit complete rodding with a' 50
foot long auger or tape. Such intervals shall include the length of the lateral instalied by
the Township. Cleanouts will also be required at every change in direction greater than
45 degrees, Cleariouts shall be constructed using a wye fitting the run of the pipe with a
45 degree bend and riser to the ground surface. The riser pipe shall be watertight,



Section 3.06 ~Building sewers and sewer laterals shall be provided with a bedding
consisting of AASHTO #57 stone or equivalént material. A minimum of 6 inches (6”) of
stone is required underneath the pipe with backfill of stone to a point 12 inches (127)

above the crown of the pipe.

Section 3.07 — Where rock is encountered and cannot be removed with reasonable ease,
the bottom trench shall be undercut a minimum of three (3) inches below the invert grade
of the proposed pipe. The undercut area shall then be filled with sand, granulated slag, or
pea gravel conforming to the requirements for “SMALL” concrete aggregate. The cradle
material shall be adequately and compactly tamped in place, taking care not to heave,
misalign, crack or otherwise injure the pipe or joints.

Section 3.08 — Where muck, quicksand, soft clay, swampy or other material is
encounntered in the trench bottom, which in the opinion of the Township’s representative
is unsuitable for foundation sub-grade or backfill, such material shall be removed by '
underout to a depth satisfactory to the Township’s representative. The trench shall be
backfiiled fo grade with acceptable material, placed in four (4) inch maximum lifts

(compacted density).

Section 3.09 — Pipe shall be laid to grade, with a minimum fall of 0,125 inches per foot
(for 6-inch) and 0.25 inches per foot (for 4-inch). No acute turns of less than 45 degrees
will be permitted. Bell holes shall be excavated at proper intervals so that the barrel of
the pipe will rest for its entire length upon the foundation material, and that the weight of
the overburden is on the barrel of the pipe and not on the hub.

Section 3.10 — Should the Contractor excavate below the grade, or disturb the foundation
materials, either the use of power shovels, or other heavy equipment moved about
resulting in loose, shattered, disturbed or spongy areas, said over-breakage, disturbed or
spongy areas shall be completely removed to solid ground by the Contractor and shall be
refilled to sub-grade as directed by the Township’s representative. Blasting shall not be

permitted.

Section 3.11 —No connections to roof drainage or footer drainage systems shall be
permitted.

Section 3.12 — For existing houses, connections shall be made between the house and the
septic tank. In order to avoid difficulty in securing proper fall, the Contractor shall be
expected to open a ditch on the house side of the septic tank, exposing the house drain,
and also make an opening at the lateral, In this manner there should be no difficulty in

determining proper fail,

Section 3,13 — The Township shall be notified when all pipes are installed, including the
trap, and prior to any backfilling, so that the entire installation may be inspected, If
backfill is placed prior to inspection, it will be necessary for the Contractor to reopen all
areas that have been backfilled. Notification must be made at least twenty-four (24)

hours in advance of the desired inspection date.



Section 3.14 — Fresh air vents must rise to a height of at least 3-1/2” above the ground
level adjacent to the vent, Where a service sewer is located in a-driveway, the vent must
be placed on either side of the driveway. At the discretion of the Township’s
representative, and under certain circumstances, (See Section 3.21) fresh air vents may be
permitted to be placed in a driveway area or between garage doors.

Section 3.15 — The trap must be filled with water before the job can be considered
complete.

Section 3.16 ~ No job is to be started unless a connection permit has been issued,

Section 3.17 —- Al traps must be 4" x 4” x 4” or 6” x 6" x 4”. Ifa 6” x 6" x 4” trap is
used, an adaptor must be installed from the four (4) inch house line to the six (6) inch

opening in the frap.

Section 3,18 - Grease traps shall be installed where applicable and directed by the
Township. Sizing of the grease trap is subject to Township approval,

Section 3.19 — No slip-seal pipe shall be permitted.

Section 3.20 — Where the Contractor lays service sewers across, along or through rights-
of way, roadways, streets or alleys, etc., belonging to the State, County or Township, the
stipulation and regulations set up and required by the State, County or Township shall be
observed, and all work shall be in conformance with the requirements set forth by the
State, County or Township. Any permits required for opening roadways or streets, shall
be obtained from the State, County or Township at the Contractor’s/Owner’s expense.
The cost for private rights of way for the specific purpose of installing the Owner’s
service sewer through said private property shall be the responsibility of the
Contractor/Owner, The cost of all inspection(s) required herein shall be the
responsibility of the Contractor/Owner. '

Section 3.21 — Placement of fresh air vents in relation to dwéllings, specifically garage
doors and driveway areas, is subject to the following stipulations:

A. The fresh air vent may be placed in front of a pier in the middle of a two
car garage, provided two garage doors exist (not one single door), and
provided the driveway slopes away from the house or vent and water, rain
water, or the like cannot enter the vent in any way.

B. In the case of a one car garage, or a two car garage having only one door,
the fresh air vent will not be permitted to be placed in any portion of the
driveway area which is trafficable by vehicle. The fresh air vent must be
placed a minimum distance of one (1) foot from the bottom edge of either
side of the garage door, on a horizontal line, and in an area where water, -
rain water, or the like cannot enter the vent in any way.



C. - Fresh air venis must be encased in concrete where authorized by the

Township or their representative, If the lateral and vent are four (4) inches

~ in diameter, the encasement must extend six (6) inches below the
receiving lateral to which the fresh air vent is aftached. If larger pipe is
used, the concrete must extend to a point two (2) inches below the
receiving lateral to which the fresh air vent is attached. The base of the
conerete encasement must be placed on virgin soil, or soil which has been
compacted to the satisfaction of the Township’s representative, The
vertical sides of the concrete encasement must be at least four (4) inches
thick as measured from the outside diameter of the fresh air vent to the
outside edge of the encasement. The concrete column in which the fresh
air vent is encased must have square dimensions in plan and profile view
of at least one (1) foot, and be extended approximately three (3) inches
‘above finished grade. If the fresh air vent is larger than four (4} inches in
diametér or square section, the concrete encasement of cement must be

- increased proportionately in order to have sufficient thickness to prevent
destruction by fracturing or other related damages to the concrete.

D. All fresh air vents shall extend three and one-half (3- ¥ ) inches above the
finished grade regardless of the surface type (i.e. earth, concrete,
bituminous or other material) as it appears at the location of the fresh air

vent,

E. Placement of curbing, channels or gutters which channel the flow of
surface water towards the fresh air vent where it may enter the sewer
through orifices purposely drilled or placed in the vertical ait vent pipe is

prohibited. '

Implemontation of any means or method by which storm water, rain water,
or the like can gain entrance info the fresh air vent under any
circumstances is prohibited.

Section 3.22 — No connection shall be made to the sewer system or the trench covered or
backfilled unless and until the sewer lateral and building sewer have been inspected and
approved in wriling (at the times required herein} by the Township representative. The
approval to close the trench to a depth of 2 feet over the pipe shall be noted in writing on
the permit and no other evidence of such approval shall be accepted.

A minimum of 2 inspections will be required, namely, (a) Prior to any construction of the
building sewer and aftei the property owner has selectéd a Contractor and (b) afler the
building sewer has been constructed and prior to backfilling and connection to the sewer

lateral.

In the event the trench is closed before initial inspection by the Township, it shall be re-
excavated at the sole cost of the property owner.’ If the building sewer fails the required
tests, it shall be re-excavated and repaired at the sole cost of the property owner until it

passes the test.



Section 3.23 — After the building sewer and sewer lateral and its appurtenances have been
installed, the trench, to a height at a point 12 inches (12”) above the crown of the pipe to
a point at least 2 feet above the crown of the pipe, shall be refilled with clean earth (no

rocks) deposited in 4 inch layers.

After the trench has been backfilled to a minimum height of 2 feet, the building sewer
and sewer lateral being installed shall be inspected and tested at the time from the point
of connection at the building to the connection at the sewer lateral or sewer main. Both
ends of the building sewer or sewer lateral shall remain uncovered until the air testing has
been completed and the instaltation approved. Testing shall conform to the following:

o Pressure Air Test — All sewers (mains and service lines) shall be air tested
for leakage and any section of sewer showing leakage in excess of the
amount hereinafter set forth shall be rejected.

‘o The air test shall be conducted by the Contractor under the -
observation of the Township’s Representative,

° All sewer pipes shall be tested by inducing low pressure air,
internally, into the pipe. The air shall be slowly intraduced into the
pipe and the pressure shall gradually be increased within the test
section to 5.0 psi. The test section shall be required to sustain that
5,0 psi minimum without loss or drop in pressure for a time period
of § minutes. In the event pressure loss does occur, appropriate
repairs or reconstruction shall be made, the test procedure shall be
made, and the test procedure shall be repeated until the test criteria
(5.0 psi for 5 minutes) are successfully accomplished.

° Where groundwéter elevations prevail higher than the top of the
sewer pipe being tested, 0.5 psi per foot of hydrostatic head above
the top of the sewer pipe shall be added to the test pressure.

o Hydrostatic Test The building sewers shall be tested by pumping water
into the line and increasing the pressure to 5 psi for a period of 15 minutes.
After 15 minutes any pressure drop shall cause failing the test,

Such approval shall again be noted in writing on the permit and no other evidenee of such
shall be accepted. At the Township’s option, the building sewer and sewer lateral may be

inspected without air testing,

Use of a new connection to the sewer system will not be permitted until the installation
has been inspected, tested, and approved in accordance with the Township’s procedures.

Section 3.24 — The building sewer and the sewer lateral leading from the property to the
collection (main) sewer of the Township shall at all times be the responsibility of the
pexson, firm, or corporation owning said property in terms of maintenance, repair or
replacement. Cost for restoration for all building sewer and sewer lateral leading from
the property to the collection (main) sewer of the Township construction shall be the
responsibility of the person, firm, or corporation owning the property.



Section 3.25 — Whenever, in the opinion of the Engmeer or other duly authorized
representative of the Township, special conditions require additional safeguards or more
stringent specifications to be observed, then, and in that event notwithstanding any other
provisions of these rules and regulations ot requirements of the Township Building Code
and/or Township Plumbing Code, if any, the Township specifically reserves the right to
refuse to permit a connection fo be made to its sewer system until such special
requirements or speclﬁcatlons as may be stlpuiated by the Township or its Engineer have

been satisﬁed

Section 3.26 — The actual installation of the building sewer may be performed by the
property owner himself and/or his contractor. The individual, person or firm performing
the construction of the building sewer shall have liability insurance holding the Township
harmless from any accidents, including death caused by his work.

Section 3.27 — In conformance with Section 102 of Ordinance 2008-3, the Property
Owner shall connect to the public sewer with 45 days from the date of notice to connect
isissued. In any event, if the connection is not made within 90 days from the issuance of
such connection notice, the property’s address will be referred to the Pennsylvania
Department of Environmental Protection for possible enforcement action and the
property owner will be charged the sewer user charge as set forth in Article IV. The
Township resérves unto itself the right to pursue any other legal remedies.

Section 3.28 — The Elrama sewerage system is connected to the Jefferson Hills
Intercepting sewer system, which in turn, connects to the WESA sewerage system and
sewage treatment plant. Conveyance and freatment charges are sct forth in separate
agreements executed by and between Jefferson Hills Borough, Union T ownshap and

- WESA,

- Section 3.29 — The dischiarge of industrial wastes, including, but not limited to,
unacceptable concentrations of grease and laundry wastes; high concentrations of sanitary
sewage; hazardous wastes, and extraneous storm water into the Elrama sewerage system
are prohibited. Limiting concentrations of sanitary sewage and other wastes acceptable
for discharge to the Elrama sewerage system and consequently the West Elizabeth
Sewage Treatment Plant are set forth in West Elizabeth Borough Ordinance No, 187,
approved May 18, 1972, as amended; and titled “West Elizabeth Wastewater Treatment
System Rules and Regulations”. The rules and regulations set forth in Articles I, 11, 111,
and V of that ordinance are hereby made a part of these rules and regulations by

reference.
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REVISED 2-24-14

IV. SCHEDULE OF SEWER USER CHARGES

Section 4.01 ~ All owners of property connected to the Eirama Sewerage System and ali
Owners of property who may herelinafter connect with and use the same shall pay sewer
user charges, payable monthiy as hereinafter provided for the use of such sewerage
facilities based on the number of equivalent dwelling units (EDU'S). The definition of an
EDU for the purposes of this schedule of rates is equlvalent to a sewer user that based on
metered water consumption, consumes up to 5,000 gallons of water per month, Sewer
User Charges are imposed to cover debt service payments, costs of operation and
malntenance of the Eirama Sewerage System, conveyance costs for use of the Jefferson
Hills sewer system and treatment charges imposed by the West Elizabeth Sewer
Authorlty. Sewer user charges for various User Classifications are as follows:

USER CLASSIFICATION SEWER USER CHARGES
(cdollars per month)
1. Residential, Commerclai, Industrial 1st 4200 gallons $62.00
& Public (a) Over 4200 gallons  $1.0.00/1000 gal
2. Unmetered $62.00
3. Minimum Charges _
Residentlal-Metered and Unmetered $62.00
Other Unmetered—{L.e., commercial, etc) $62.00
4, Users who have not connected 90 days after being ordered to
connect until such time as the property is connected to the sewer $62.00
5, Properties connected to the sewer but temporarily vacant,
$62.00

under renovation/rehabllitation or not currently in use

(a) Based on metered water consumption

H



REVISED 2-24-14

V. BILLING AND COLLECTING

Sectlon 56.01 - Jordan Tax Service (JTS) by Agreement dated August 27, 2012, executed
by and between Union Townshlp and JTS will blll and collect sewer user charges from
users of the Elrama Sewerage System, That Agreement is hereby Incorporated into
these rules and regulations by reference only. The Township shall furnish JTS the
number of users in the month preceding the issuance of the bill. Property owners are not
permitted to have a tenant's nhame on a sewer user account, All bills for sewer charges
billed by JTS will be mailed to the property owner. Failure to receive a biil for sewer user
charges does not release a property owner or user from making required payment.

Section 5,02 - All sewer charges shall be due and payable within 14 days after a bili is
rendered and shall be subject to the penalty provisions set forth herein. The Initlal sewer
user charges shall be bllled monthly and shall be as set forth herein. The Township may,
If It deems it advisable, elect at some time in the future, to impose charges, in whole or

in part, on such other basis as it may determine.

Sectlon 5.03 - If potable water consumption is used for bllling purposes, the volume of
water used for billing purposes shall be based upon water meter readings of the
Pennsylvania American Water company (PAWC),

Sectlon 5.04 ~ Where two or more homes or bulldings share a single sewer connection
and a single water meter, each individual home or building shall be treated as an EDU
(equivalent dwelling unit). The user fee for the first service connection shail be the rate
In effect for a residential, commercial, Industrial or public user as set forth in Article IV.
The user fee for the additional sewer service(s) shall be assessed the minimum charge
for an Unmetered property as set forth in Article iV until such time that a separate water
meter for that home or building shall be Installed,

Section 5.05 ~ If the User obtains part of all of the water on a property from sources
other than PAWC, such user may, after recelving written approval of the Township, at no
expensa to the Township or PAWC, Install and maintaln a water meter or meters
satisfactory to the Township. The sewer usage charge shall then be based on the
quantity of water measured by such meters plus the quantity of water obtained from

PAWC,

Section 5.06 - Any residential, commercial, industrial or public property connected to the
sewer system that becomes temporarlly vacant, whether or not the water service has
been turned off, will continue to be charged the minimum monthly charge as set forth in

Article IV.

Section 5.07 - When a user requests consideration for a reduction of the amount of
sewer user charge and it is established to the satisfaction of the Township that a portion
of the water used In or on any property served by the Elrama Sewerage System does not
and cannot enter the said System, the Township will require the Installation of meters to
measure the sanitary sewage leaving the users property or require the user to Install &
meter to measure the water that is not being discharged to the user sewer which is

12



REVISED 2-24-14

connected to the Elrama Sewerage System. In the event the reduction In water due to
the diversion Is permanent, all costs (furnishing, installing and malntaining) assoclated
with the installatlon of additional meters shall be borne by the property owner, In the
event the reduction of the water is temporary for the purposes of filling of swimming
pools or spas, the user must use the deduct meter owned by the Township to measure
such reduction. All rules regarding the use of the deduct meter Is set forth in Union
Township Resolution No. 2013-06 and hereby incorporated into these rules and
regulations by reference and appended hereto.

13



REVISED 2-24-14

VI. PENALTIES DELINQUENCIES AND REMEDIES

Section 6,01 - If the sewer charge Is not paid within 30 days after the bill is rendered, a
penalty of 1.5% of the amount of the originai bil} will be added to the hill,

Section 6.02 - Each sewer user charge shall be a debt due the Township and if the
charge Is not paid within 60 days from the date a bill is rendered, the charge shall be
deemed delinquent. In such event, the Township shall authorize JTS to take action to
collect such debt in accordance with the Agreement dated August 27, 2012 executed by
and between the Township of Unlon and JTS. This Agreement is hereby incorporated in

these rules and regulations by reference only.

Section 6.03 - in the event Jordan Tax Service has followed ail required procedures to
coliect such debt, and Issued the required notifications to this effect, JTS may proceed to
shut off water service to the premises, and to charge any and all fees and expenses
required to shut off and restore water service as applicable to the user.

Sectlon 6.04 - In the event all steps taken to collect a sewer user charge fall, the
Township may file a lien in the offices of the Prothonotary of Washington County. The
expenses, Including but not limited to legal fees, engineering fees, filing fees, ete., to
shut off water service (and restore service, if applicable) and file a lien, shall be a debt
due the Township and shall be made a part of the lien on the property.
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